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GROUT FILL

INSUL. H.M. DOOR

12" TOOTH-IN W/NEW BRICK
@ OPEN'G, CONCEAL ALL
SAWCUT EDGES
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SHIELD MEMBRANE AT
FRAME PERIMETER
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MCB TYP AT GWB
CORNERS

SAWCUT EXIST BRICK & CMU
8" BACK FROM NEW DOOR
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BRICK AS REQ'D FOR
TOOTH-IN,SHORE & INSTALL
NEW LINTEL AT HEAD

H.M. FRAME ANCHORS,
ANCHOR SECURELY TO
WOOD GROUND

TREATED WOOD COL
SHIMS AS REQUIRED

TYP NOTE:
MET THRESHOLD BELOW SET IN
SEALANT, PROVIDE EXTERIOR SIDE
EXTENDER TO COVER CONC SLAB
EXP JOINT (TYP AT NEW DOORS IN
EXIST EXTERIOR WALLS)

CONT SEALANT EA SIDE
AT FRAME PERIMETER
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BRICK ANCHORS 8" OC
VERT, PROVIDE SECURE
ANCHORAGE AS REQUIRED

NOTE:
SAWCUT & BREAKOUT EXIST CMU
& BRICK,OPENING TO REQUIRED
SIZE FOR NEW DOOR & CANOPY
INSTALLATION, RE:STRUC

5/8" GWB

EXTERIOR 6" x 18 GA GALV
METAL STUDS, 16" O.C. W/CONT
TRACK AT ENDS.  INSTALL STUD
SUPPORT CLIPS AT EXIST CMU
WALLS TO MEET OR EXCEED
STUD L/360 STIFFNESS RATIO.

FLUID APPLIED VAPOR
PERMEABLE MEMBRANE
AIR BARRIER, CONTINUE
TO BEAM FACE BELOW

CONTINUOUS 2" RIGID
INSULATION W/LAPPED
EDGES, ANCHOR SECURELY
TO WALL PER MANUF

SPRAYED CELLULOSE
INSULATION, FILL STUD DEPTH
& ALL CAVITIES AT INSULATED
WALLS, PROVIDE SUPPORT
BLOCKING AS REQUIRED BY
MANUF
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METAL STUDS, 16" O.C. W/CONT
TRACK AT ENDS.  INSTALL STUD
SUPPORT CLIPS AT EXIST CMU
WALLS TO MEET OR EXCEED
STUD L/360 STIFFNESS RATIO.

FLUID APPLIED VAPOR
PERMEABLE MEMBRANE
AIR BARRIER, CONTINUE
TO BEAM FACE BELOW

CONTINUOUS 2" RIGID
INSULATION W/LAPPED
EDGES, ANCHOR SECURELY
TO WALL PER MANUF

SPRAYED CELLULOSE
INSULATION, FILL STUD DEPTH
& ALL CAVITIES AT INSULATED
WALLS, PROVIDE SUPPORT
BLOCKING AS REQUIRED BY
MANUF
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FRAME DETAILS
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 3" = 1'-0"

ALUM. STOREFRONT DOOR JAMB
C8

 3" = 1'-0"

EXT. DOOR JAMB - NEW WALL
F4

 3" = 1'-0"

EXT. DOOR SILL
F10

 3" = 1'-0"

EXT. H.M. DOOR HEAD DETAIL
E4

 3" = 1'-0"

DOOR JAMB DETAIL AT NORTH CANOPIES
F1

 3" = 1'-0"

H.M. DOOR HEAD DTL.
E8

 3" = 1'-0"

H.M. DOOR JAMB DTL.
F8

 3" = 1'-0"

H.M. DOOR/WINDOW JAMB DTL.
E6

 3" = 1'-0"

H.M. FRAME AT LOUVER.
C10

 3" = 1'-0"

H.M. WINDOW JAMB DTL.
F6

 3" = 1'-0"

EXT. DOOR HEAD
E10

 3" = 1'-0"

HEAD DETAIL AT DOOR 101
D1

 3" = 1'-0"

HEAD DETAIL AT DOOR 102
B1  3" = 1'-0"

JAMB DETAL AT DOOR 102
B4

 3" = 1'-0"

JAMB DETAIL AT EXIST WALL
B7


